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Total Field

Elevation Plot Cursor Elev 66.0 deg.
Azimuth Angle 0.0 deg. Gain 3.84 dBi
Outer Ring 3.84 dBi 0.0 dBmax

Slice Max Gain 3.84 dBi @ Elev Angle = 66.0 deg.
Beamwidth 39.6 deg.; -3dB @ 45.4, 85.0 deg.
Sidelobe Gain 0.9 dBi @ Elev Angle = 125.0 deg.
Front/Sidelobe 2.94 dB

SuperJove Version 2
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Elevation Plot Cursor Elev 84.0 deg.
Azimuth Angle 0.0 deg. Gain 7.02 dBi
Outer Ring 7.02 dBi 0.0 dBmax

Slice Max Gain 7.02 dBi @ Elev Angle = 84.0 deg.
Beamwidth 35.5 deg.; -3dB @ 66.2, 101.7 deg.
Sidelobe Gain -1.98 dBi @ Elev Angle = 138.0 deg.
Front/Sidelobe 9.0 dB

SuperJove Version 2

EZNEC+
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Azimuth Plot Cursor Az 0.0 deg.
Elevation Angle 66.0 deg. Gain 3.84 dBi
Outer Ring 3.84 dBi 0.0 dBmax

Slice Max Gain 3.84 dBi @ Az Angle = 0.0 deg.
Front/Back 4.09 dB
Beamwidth 133.5 deg.; -3dB @ 293.2, 66.7 deg.
Sidelobe Gain -0.25 dBi @ Az Angle = 180.0 deg.
Front/Sidelobe 4.09 dB

SuperJove Version 2
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Total Field

Azimuth Plot Cursor Az 0.0 deg.
Elevation Angle 84.0 deg. Gain 7.02 dBi
Outer Ring 7.02 dBi 0.0 dBmax

Slice Max Gain 7.02 dBi @ Az Angle = 0.0 deg.
Front/Back 1.32 dB
Beamwidth ?
Sidelobe Gain < -100 dBi
Front/Sidelobe > 100 dB
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Total Field

Elevation Plot Cursor Elev 78.0 deg.
Azimuth Angle 0.0 deg. Gain 9.76 dBi
Outer Ring 9.76 dBi 0.0 dBmax

Slice Max Gain 9.76 dBi @ Elev Angle = 78.0 deg.
Beamwidth 31.1 deg.; -3dB @ 62.3, 93.4 deg.
Sidelobe Gain 0.32 dBi @ Elev Angle = 130.0 deg.
Front/Sidelobe 9.44 dB

SuperJove Version 2

EZNEC+

21 MHz

 0 dB

 -5

 -10

 -15
 -20

 -30

Total Field

Azimuth Plot Cursor Az 0.0 deg.
Elevation Angle 83.0 deg. Gain 9.09 dBi
Outer Ring 9.09 dBi 0.0 dBmax

Slice Max Gain 9.09 dBi @ Az Angle = 0.0 deg.
Front/Back 2.36 dB
Beamwidth ?
Sidelobe Gain < -100 dBi
Front/Sidelobe > 100 dB

SuperJove Version 2
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Total Field

Elevation Plot Cursor Elev 83.0 deg.
Azimuth Angle 0.0 deg. Gain 9.09 dBi
Outer Ring 9.09 dBi 0.0 dBmax

Slice Max Gain 9.09 dBi @ Elev Angle = 83.0 deg.
Beamwidth 31.0 deg.; -3dB @ 67.6, 98.6 deg.
Sidelobe Gain 0.32 dBi @ Elev Angle = 137.0 deg.
Front/Sidelobe 8.77 dB

SuperJove Version 2
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Total Field

Azimuth Plot Cursor Az 0.0 deg.
Elevation Angle 78.0 deg. Gain 9.76 dBi
Outer Ring 9.76 dBi 0.0 dBmax

Slice Max Gain 9.76 dBi @ Az Angle = 0.0 deg.
Front/Back 8.85 dB
Beamwidth 204.5 deg.; -3dB @ 257.7, 102.2 deg.
Sidelobe Gain < -100 dBi
Front/Sidelobe > 100 dB

SuperJove Version 2
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Azimuth Plot Cursor Az 0.0 deg.
Elevation Angle 80.0 deg. Gain 9.9 dBi
Outer Ring 9.9 dBi 0.0 dBmax

Slice Max Gain 9.9 dBi @ Az Angle = 0.0 deg.
Front/Back 5.66 dB
Beamwidth 237.6 deg.; -3dB @ 241.2, 118.8 deg.
Sidelobe Gain < -100 dBi
Front/Sidelobe > 100 dB

SuperJove Version 2
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Azimuth Plot Cursor Az 0.0 deg.
Elevation Angle 76.0 deg. Gain 8.88 dBi
Outer Ring 8.88 dBi 0.0 dBmax

Slice Max Gain 8.88 dBi @ Az Angle = 0.0 deg.
Front/Back 12.41 dB
Beamwidth 172.8 deg.; -3dB @ 273.6, 86.4 deg.
Sidelobe Gain < -100 dBi
Front/Sidelobe > 100 dB

SuperJove Version 2
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Elevation Plot Cursor Elev 80.0 deg.
Azimuth Angle 0.0 deg. Gain 9.9 dBi
Outer Ring 9.9 dBi 0.0 dBmax

Slice Max Gain 9.9 dBi @ Elev Angle = 80.0 deg.
Beamwidth 30.3 deg.; -3dB @ 64.9, 95.2 deg.
Sidelobe Gain -0.49 dBi @ Elev Angle = 131.0 deg.
Front/Sidelobe 10.39 dB

SuperJove Version 2
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Total Field

Elevation Plot Cursor Elev 76.0 deg.
Azimuth Angle 0.0 deg. Gain 8.88 dBi
Outer Ring 8.88 dBi 0.0 dBmax

Slice Max Gain 8.88 dBi @ Elev Angle = 76.0 deg.
Beamwidth 30.0 deg.; -3dB @ 60.3, 90.3 deg.
Sidelobe Gain 2.18 dBi @ Elev Angle = 123.0 deg.
Front/Sidelobe 6.7 dB

SuperJove Version 2

EZNEC+

23 MHz



10

 0 dB

 -5

 -10

 -15
 -20

 -30

Total Field

Azimuth Plot Cursor Az 0.0 deg.
Elevation Angle 71.0 deg. Gain 7.46 dBi
Outer Ring 7.46 dBi 0.0 dBmax

Slice Max Gain 7.46 dBi @ Az Angle = 0.0 deg.
Front/Back 4.6 dB
Beamwidth 132.8 deg.; -3dB @ 293.6, 66.4 deg.
Sidelobe Gain 2.86 dBi @ Az Angle = 180.0 deg.
Front/Sidelobe 4.6 dB

SuperJove Version 2
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Total Field

Elevation Plot Cursor Elev 71.0 deg.
Azimuth Angle 0.0 deg. Gain 7.46 dBi
Outer Ring 7.46 dBi 0.0 dBmax

Slice Max Gain 7.46 dBi @ Elev Angle = 71.0 deg.
Beamwidth 28.4 deg.; -3dB @ 55.8, 84.2 deg.
Sidelobe Gain 4.01 dBi @ Elev Angle = 117.0 deg.
Front/Sidelobe 3.45 dB

SuperJove Version 2

EZNEC+
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